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SHENZHEN SIGHTLED TECHNOLOGY CO.,LTD Sightlep

Outstanding Designer and Producer in Led Technology

Add:Building 1, Pufeite Tech. Park, Dalang Street, Longhua District, Shenzhen City, China, 518000 SHENZHEN SIGHTLED TECHNOLOGY CO.,LTD

Email:iinfo@sightled.com
Tel:+86-755-2103-7716 +86-137-6017-6613
https://www.sightled.com




COMPANY WE SELLTO
INTRODUCTION THE WORLD

SightLED is founded by an accomplished and experienced team with more than 13 years of expertise in LED display
manufacturing industry, we focus on helping our clients achieve optimal results for the marketing or branding campaigns.
Our driving force is the desire to supply you with the most competitive and reliable LED display products.

We have obtained IS0 9001 quality management system certificates and 15014001 certificate, products all with CCC, CE, /—
FCC, Rohs, BIS, etc. certificates for global market, also we have equipped with advanced production equipments,
professional R&D Team, marketing team, QC Team, Engineer Service Team, to ensure the reliable and durable product' s

quality.

We use only high-quality components and design our manufacturing processes to meet our strict quality standards. With
years of experience, we provide customized solutions to meet your specific needs. Trust in the reliability and quality of our
LED screens to provide the best visual solutions for your business or organization.
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To have better local after sale service, we have set up distributors in Spain, Poland, USA, Nigeria, South Africa, Paraguay,
Colombia, Karea. SightLED will continuously support customers development, and welcome qualified partners joining us
together shine the world with LED displays.
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OUR SERVICE

Presale Service ‘ j ‘ Production & Inventory

Product Demonstration t
Field Study

Customized Solution

Global HQ Factory

TH Overseas Warehouse

DRINKABY iy (- ™
"=

I

Training ‘ After-sales Service

Product Maintenance 24/7 Online Support
Sale Training

IB‘YAHOO' = , . ¥ ,;" j.\ Marketing Training
Tl

Factory Repair

Onsite Maintenance
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Indoor HD LED Display (HD SL-A)

Cabinet Options

320mmXe40mm 640mmxXe40mm 960mmX480mm 640mmxX480mm

Specification

Model ___HD125 | HDI53 | HD2 | HD25 |
Pixel Pitch P1.25mm P1.53mm P2mm P2.5mm

3 ’ Indoor SMD2121 without mask,
DT ndooswpio10 ndoorsMDI2i2 indoorsMDIS1S r 02121 without
Pixel Density 640000/m’ 422500/m’ 250000/m’ 160000/m’
Module Size (Wx H) 320*160mm 320*160mm 320*160mm 320*160mm
Module Resolution (pixels) 256*128 209*104 160*80 128*64

4.2V/-5V 4.2V-5V 4.2V-5V 4.2\V-5V
1764 152 1740 132
320mm*640mm*62mm (5KG), %ggnrrgffgénmr?;%r:nmréy é(g|)(.G)640mm‘640mm*62mm(9.6KG},
Die-cast aluminum
Magnetically Front service without screws
600-900CD//m'(ajustable)
150w /m*
=600w/m*
H140°/V140°
Hight refresh rate=3840hz
14-T6bit

100-120V/200-240V

Operatlng_ Environment Temperature -20~50°C
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Specification
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coB
1638400
192X216
150X168.75
600X337.5K27.5
768X432
4%2

1/64 scan

coB
1137778
160X180
150X168.75
600X337.5X27.5
640X360
4x2

1/60 scan

SMD1010 5MD1010/1212

540000 409600
240X135 192X108
300X168.75 300X168.75

600X337.5X27.5 600X337.5X27.5

480X%270 384X216
2%2 2X2
1/45 scan 1/48 scan
4.5

Frant maintenance
Diecast aluminum
600nits
170°/170°
299.8%
10000:1
16bit
=3840Hz
350w
100w
IP31
AC90-264V,47-63Hz

-20~60°C/10%~85%

SMD1010/1515
284444
160X20

300X168.75
600X337.5X27.5
320X180
2X2

1/45 scan

Indoor HD LED Display (HD SL-B)

N g N '

) N N
HD resolution Front maintenance Back-up system High refresh rate

e\ ) ) )

< :
9 ) ©® S\ o
Fastinstallation Wide viewing-angle Noise free High contrast ratio
Front Maintenance Optimized Reliability

Easy for different installation sites

Power and Data back-up system

Dual receiving cards

Dual powersupplies

SMDO1515
160000

60X135

150X337.5
B600X337.5X27.5
240X135
4ax1

1/30scan

Multiple Installation Ways

Attached on walls Embedded installation Hang up

Floor mounted Curve shape
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Indoor HD LED Display (HD SL-B Flex)

Seamless splicing

o

5

High precision diecast aluminum cabinet

Small cabinet, Big performance

4pcs cabinets can combine as one 600mmX337.5mm cabinet Combine with HD Sl cabinat (600X337.5mm)

for various applications and installations

e

'

337.5mm I
|
=]
150mm 27.5mm

Full front maintenance Power and Data back-up system -
Hot swapping, easy maintenance More stable performance

170°wide view angle

High refresh rate

High grayscale

Wide color gamut ;i =

Dual power
supplys

Dual receiving cards

P> 11




Specification

Pixelpitch | Pi.25 | PLSs | PLo5 | P25 | P2.064 | 2976 | 391
SMD1010 SMD1212 SMD1515 SMD1515 SMD1515 SMD1515 SMD1515

Pixel Density (Dots/m?) 640000 409600 262144 160000 147456 112896 65536

200*200 160*160 128*128 100*100 96*96 84*84 64*64
250mm*250mm  250mm*250mm  250mm*250mm  250mm*250mm  250mm*250mm  250mm*250mm  250mm*250mm

GOB GOB GOB/Nomask  GOB/Withmask GOB/With mask GOB/With mask GOB/With mask

1000mmx250mm T1000mmx250mm 1000mmx250mm 1000mmx250mm 1000mmx250mm 1000mm»250mm 1000mmx250mm
Cabinetsize 750mmx250mm  750mmx250mm  750mmx250mm  750mmx250mm  750mm250mm 750mmx250mm
500mmx250mm  S00mmx250mm  500mmx250mm S00mmx250mm  500mmx250mm  500mmx250mm

33mm 33mm 33mm 33mm 33mm 33mm 33mm
8007200 640*160 512*128 400*100 384%96 336%84 25664
6007200 480*160 384*128 300*100 208796 25284 192764
Cabinet resolution(500X250m m)._ 400*200 320*160 256128 200*100 19296 168*84 128%64
Front access Front access Front access Front access Front access Front access Front access

Profile aluminum Profile aluminum Profile aluminum Profile aluminum Profile aluminum Profile aluminum Profile aluminum

Brightness (Nits/m2) 500 500 800 900 900 900 1000

T vao 2 1125 V2 s e
Refresh Rate(Hz) 3840 3840 3840 3840 3840 3840 3840

‘Max. power consumption (W/m?) 400 400 400 400 400 400 400
Ave. pawer consumption (W/m?) 150 150 150 150 150 150 150

Protection (IP) Rate P40 P40 P40 P40 P40 P40 P40
Input Power ACO0-264VA7-63H2  ACO0-264V47-63Hz  ACO0-264V47-63Hz  ACO0-264V47-63Hz  ACYD-264VA7-63Hz  ACOD-264V47-63Hz  ACO0-264V47-63Hz
Dperating Temperature/Humidity (°C/RH) -20~60°C / 10%-85%

l Angle 140°140° 14001400 140°/140° 140°/140° 140071400 140°/140° 140071400

P> 13

Indoor HD LED Display (HD SL-C)

Multiple Sizes

Cater to different customized screen sizes
1000mmX250mm, 750mmX250mm, 500mmXx250mm

500X250X33mm

750X250X33mm

1000%250X33mm

Super Slim Design Hot swapping & Wireless connection
33mm thickness

Premium Design

Full front access for maintenance, hard connections to reduce connection errors, stable performance, and
convenience for quick installation and upkeep.

——  Power connector

il 2
-
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Specification
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P0.625

2,560,000 px/m’

240*270 dots

960*1080 / 960*540

180w/ panel (600*675mm)
95w/ panel [6007337.5mm)

PO.78 P0O.93mm P1.25mm P1.56mm

1,638,400 px/m’ 1137777 prim? 640,000 px/m’ 409,600 px/m’
Flip Chip
150*168.75mm
192*216 dots 160*180 dots 120*135 dots 96*108 dots
Matt COB
4H
600mm*675mm™39.5mm / 600mm*337.5mm*39.5mm
79kg (600*675mm) / kg (600%337.5mm)
7687864 [ 768%432 640%720 / 640"360 480*540 / 480*270 3847432/ 384*216
Die-casting Aluminium
Options: Common Cathode Circuit / Common Anode Circuit
Applicable
Standard 600nits / 1000nits optional
3840Hz
10000:1 (Condition without lighting)
H160° V160°

AC 100~240V 50/60Hz

170w/panel (600*675mm)  150w/panel (600*675mm)  140w/panel (600*675mm)  140w/panel (600*675mm)
a5w/panel (600%337.5mm) 75w/ panel (600°337.5mm)  70w/panel (6007337.5mm)  70w/panel (6007337.5mm)

Front Service
P54 (Washable by clean water)
100,000 hours
-10°C-+40°C/10%RH-30%RH

-20°C-+60°C/10%RH-30%RH

P1.87mm

284,444 px/m’

80*90 dots

320*360/ 320"180

130w/ panel (600°675mm)
G5w/panel (600*337.5mm)

Flip Chip COB LED Display

Front access

P54, can be cleaned
with water, alcahol,
disinfectant

Wide view angle without color shift

Better Contrast & Color Uniformity

16 <4



1.56mm
I 320%320 (HxV)

160"160dots

180 W/m*

650 W/m?*
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1.953mm 2.5mm 2.604mm 2.976mm 3.91mm
256x256 (HxV) 200x200 (HxV) 192x192 (HxV) 168x168 (HxV) 128x128 (HxV)
128™128dots 100"100dots 96"96dots B84*B4dots 64*64dots
100,000h
Indoor 800nits, Outdoor 4500nits;
250*250mm
3840-7,680Hz

140° Horizontal / 140° Vertial

16 bits
180 W/m?* 180 W/m? 180 W/m? 180 wW/m?* 180 W/m?
650W/m? 650 W/m? 650 W/m? 650 W/m? 650 W/m?

100-240V / 50-60Hz
-10°C to +40°C / 14°F to 104°F
10-80%
IP54 for Indoor, IP65 for Dutdoor
500 x 500 x 80 mm /500 x 1000 x 80 mm({WxHxD)
6kg(500 x 500mm cabinet)/ 11kg (500 x 1000mm cabinet)

Front and back service

4.81mm

104%104 (HxV)

52*52dots

180 W/m?
650 W/m?*

Event Solution ( Rental SL-A)

Creative installation
45°corner-cut cabinets can make right-angle splicing and cubic column splicing

Multiple Shapes

Can combine with Rental SL-A Flex cabinets to make Curve, Right-angle, Concave, Convex shapes eic.
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Specification

1.953mm
256%256 (HxV)

128*128dots

200W/m?®

700 W/m?

P> 19

2.5mm
200x200 (HxV)

100*100dots

200 W/m?*

700 W/m?*

2.604mm 2.976mm
192x792 (HxV) 168x168 (HxV)
96*96dots 84*84dots
100,000h
Indoor 800nits, Outdoor 4500nits;
2507250mm
3840-7,680Hz
140° Horizontal / 140° Vertial
16 bits
200W/m? 180 W/m?
700 W/m? 650 W/m*
100-240V / 50-60Hz
-10°Cto +40°C / 14°F to 104°F
10-80%

P54 for Indoor, IP65 for Outdoor

3.91mm
128x128 (HxV)

64*b4dots

180 W/m?

650 W/m?

500 x 500 x 80 mm /500 x 1000 x 80 mm({WxHxD)

Bka(500 x 500mm cabinet)/ 11kg (500 x 1000mm cabinet)

Front and back service

Event Solution ( Rental SL-A Flex)

» Single Panel can achieve perfect “S" shape
» Left and Right 0 ~+20°adjustable

» Cylindrical Shape can be achieved by 8 cabinets, minimum diameter 1.21m

4.81mm
104x104 (HxV)
52*52dots
» Can combine with Rental SL-A cabinets to make more creative shapes:
« Curve, Right-angle, Concave, Convex shapes efc.
180 W/m?
650 W/m?

20<4
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Event Solution (Rental SL-B)

Product Details

Quick installation and maintenance

HEE

sap
Apoly the frent mointenance Prass the butten
tzel on the moculs an the hencla

Removable
control box

—>

[

Specification

P2.97 outdoor | P3.91 Indoor | P3.91 Outdoor | P2.6 Indoor

-y O S - Sy, S -

T T 1

2.6mm 2.97mm 2.97mm 39Tmm 4.8mm
147456 dots/m’ 112896 dots/m? 112896 dots/m'* 65536 dots/m’ 43264 dots/m?
1000nits 1000nits =4500nits 1000nits =4500nits 1000nits =4500nits o

D250t250mm | F9500*500mm or EH 500*1000mm

Ground stack Hanging
:I:‘ Staking | ﬁ Hanging [I] [2155;631{]“( installation installation
160°(H) / 160°(V)
192X192dots  168X168dots  168X168 dots 128X128 dots 102X102 dots SpECiGl Ang]e Lock
Die-casting aluminum = - Mui{ple creative shape splicing,can be applied in varied situation
1/32 1/21 1/28 1/16 113 '

4| Ac110~240v
[ 7.5kg (500X500mm) / 12kg (500X1000mm)

1920Hz~3840Hz
16 bit
450W/m’* 450W/m’* 600W/m’ 400W/m® G00W/m’ 380W/nmv 500W/m*

T40W/m 140W/mt 200W/m’ 130W/m* 200W/m? 120W/m* 1e0w/m’




Event Solution (Rental SL-F)

‘Rear and front dual maintenance ‘500X500mm and 500X1000mm can be interconnected
Modules and power box hardwired, fast maintenance Support regular and offset splicing, enabling various creative

Multiple variations of arc shape
(-10°-7.5°-5°-2.5°0°,2.5°5°,7.5°,10°)

Specification

1.953mm 2.5mm 2.604mm 2.976mm 3.97mm 4.81Tmm
256%256 (HXV)  200x200 (HxXV)  192x192 (HxV) 168x168 (HxV) 128128 (HxV) 104104 (HxV)
128*128dots 100*100dots 96*96dots 84"84dots 64*64dots 52*52dots
100,000h
Indoor 800nits, Outdoor 4500nits;
2507250mm
3840-7,680Hz
140° Horizontal / 140° Vertial
16 bits
200W/m* 200 W/m? 200 wW/m* 180 W/m? 180 W/m? 180 W/m?*
700 W/m? 700 W/m?* 700 W/m? 650 W/m? 650 W/m? 650 W/m?
100-240V / 50-60Hz
-10°Cto +40°C/ 14°F to 104°F
10-80%
IP54 for Indoor, IP&5 for Qutdaor
500 x 500 x 80 mm /500 x 1000 x 80 mm({WxHxD)

Bka(500 x 500mm cabinet)/ 11kg (500 x 1000mm cabinet)

Front and back service

P> 23 24<4
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Outdoor Fixed Installation Solution - Front Maintenance

Product Details
Optional cabinet design

1. Steel / Aluminum cabinets size can be customized 2. Die-cast aluminum cabinet 960%960mm

2 steps for module front service

Turn the tool to loose the moduls E/

—— Hole for maintenance

Toel

Mask with higher Cap

All materials can be Front or Back Service
Higher Contrast Ratio

L

9| Easy4.8 | Easy4.0 | Easy6.6 | Easy8.0 Easy10.0|Easy10.0-DIP Easy16.0-DIP

P3.9Tmm P4.81mm P4mm P&.67mm P&8mm P10mm P10mm P16mm
Outdoor SMD1921 Qutdoor SMB1921 Outdoor SMD1921 Outdoor SMD2727 Qutdoor SMD2727 Outdoor SMD2727 Outdoor DIP Lamps. Outdoor DIP Lamps
22500/m’ 10000/m’ 10000/m 3906/m*
Mask with
higher Cap

65536/m’ 43264/m’ 62500/m’ 22500/m’

250%250mm  250%250mm  320°320mm  320%320mm  320%320mm  320%320mm  320*320mm  320*320mm
48*48 pixels  20*20pixels

6464 pixels 52*52 pixels 80*80 pixels 4848 pixels  40%40 pixels 22*32 pixels

1/8 1/7 1/8 1/6 1/4 1/2 1/4 Static
500*500mm  500*500mm 960"9&60mm 960*960mm 960*960mm 960"960mm 960*360mm  960%950mm Project Refe ren ce
e

Die-cast aluminum with Front service and Back service,and Aluminum / Steel cabinet size can be customized
Aluminum 32kg/sqm, Steel 40kg/sgm

Front and Back service

6000-6500cd/m* 7500cd/m* 9000cd/m*

300w/m’ 300w/m® 240w/m* 240w/ m’ 240w/m’ 210w/m’ 180w/m’ 180w/m’
900w fm’ 900w /m’ BOOw/m’ 800w/ m’ B00w/m* 700w/m’ 600w /m’ 600w /m’
H140°/V140° H110°/\M70°
3840hz
16bit
IPES
-25~50°C

26 <4

P> 25



Specification

Pixel Pitch | psmm |  P6.66mm
LED Types CQutdoor SMD2727 Outdoar SMD2727 Outdoar SMD2727 Outdoor SMD3535 Outdoor SMD3535
Pixel Density: 40000/m* 22500/m¢ 15625/m’ 10000/m*
Module Size : (W x H) 320*160mm 320*320mm 320M60mm 320*320mm 320*"160mm 320*320mm 320"160mm 320*320mm
Module Scanning method : 1/8 /6 1/4 1/4
Luminance of White Balance: >6500cd/m’ >6500cd/m’ >6500cd/m’ > 6500cd/m’
Average Power Consumption: 100w /m? 100w/m* T100w/m 100w/ m’
Maximum Power Consumption: 370w/m 370wW/m* 370w/m 370w /m’
Best Viewing Distance: 25m =7m =Bm =10m

Cabinet Size : (W x H)
Cabinet Material:
IP Rate:
Maintenance Way
Viewing Angle:
Refresh Rate:
Grey Scale:

Input power

Operating Environment Temp.:

»> 27

960%960mm , 1280*960mm, or other customized size
Outdoaor Aluminum/ Steel / Die-cast aluminum
IP65 Front /P54 Rear
Front & Back access
H140°/V140°
>1920hz
16bit
100-120V /200-240V

-20'~50°C

Stadium Solution-Perimeter LED Display

Product Details

Adjustable Back Brackets

Against-injury Design

Fubber Lows e

Soft Top Cushion

Multiple usage: Can use for big LED screens

High Contrast Ratio

Wide Viewing Angle

Hurmanity Design

Easy Maintenance

Light Weight

High Pratection
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Outdoor Fixed Installation ( DOOH SL-4)

2.97mm

SMD1415
225792dots/m’
500*250mm
168*84 dots

1000*1000%75

336*336 dots

s25kg

1P65
>4500 CD/m’
1/215
=3840H2Z
140°/140°
14bit
550wW/m*

180W/m*

-20°C~+50°C

10~95% RH

100,000hours

3.9Tmm
5MD1921
65536dots/m’
500*250mm
128*64 dots
1000*1000*75
256*256 dots
=25kg
IP65
>4500 CD/m’
1/165
=3B40HZ
140°/140°
14bit
550W/m*

180W/m’

~20°C~+50°C
10~95% RH

100,000hours

4.8Tmm
sMD1921
43264dots/m
500*250mm
104*52 dots
1000*1000*75
20B8*208 dots
<25kg
IP&5
=4500 CO/m’
1/135
=3840HZ
140°/140°
14bit
550W/m*

180wW/m’

6.25mm
SMD2727
25600dots/m’
500%250mm
80*40 dots
1000*1000*75
160*160 dots
=25kg
P65
>6000 CD/m’
1/55
=3B40H2Z
140°/140°
14bit
550W/m*

180W/m’

AC100~240V 50/60HZ

=20°C~+50°C
10~95% RH

100,000hours

-20°C~+50°C

10~95% RH

100,000hours

7.81mm
SMD2727
16384dots/m’
500*250mm
64*32 dots
1000*1000*75
128*128 dots
=25kg
IP65
>6000 CD/m*
1/45
=3840HZ
140°/140°
14bit
550W/m*

180W/m*

-20°C~+50°C
10~85% RH

100,000hours

10.42mm
SMD2727
9271 6dots/m"
500*250mm
48*24dots
1000*1000*75
96*96 dots
=25kg
P65
>6000 CD/m'
1425
=3B40HZ
140°/140°
14bit
550W/m*

1aow/m’

-20°C~+50°C
10~95% RH

100,000hours

Rear and front dual maintenance Front/Back IP65 rating

Modules and power box hardwired, fast maintenance Good for various environments

Suitable for all installation scenarios, catering to various customization

2 o o= =

Single Pole Double Pole Hanging Vehicle

F-Bracket Wall Mount Roof Support Gantry

Energy Saving Design @
Save >30% electricity consumption €
|

Ave. power consumption ~180W VS Ave. power consumption =250W

Max. power consumption 550w Max. power consumption 800w

Arc function can create curved 3D display

30<4



Specification
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1.25mm
SMD1010/COB
640000
2440%1475mm
2440x2168mm
3840
IP317

1920=1080

1.56mm
SMD1010/COB
409600
3040x1734mm
3040x2505mm
3840
IP31

1920x1080

HDMIx3(2 input 1 output), USB3.0, USB2.0x2, RF
RJ45, USB-B, WiFi,

Internal 2x5W speakers, External Audio interface

1.875mm
SMD1010//1575/G0ORB
284444
3640x2132mm
3640x2843mm
3840
P31

1920=1080

Bluetooth, Infrared

AC90-264V47-63Hz

-20~60°C/10%~85%

0.9375mm
Minid-in-1/COB
1137778
3640x2132mm
3640=2843mm
3840
P31

3840%2160

Movable Conference LED Display Board

Accessories

Wireless Transmission Movable Bracket

Plug and Play

Smart Pen Remote Controller

Efficient and Convenient High-precision infrared

Compatible with mainstrear third perty video touch techl'lulogy
conterancing softears in the market

EURPOTTS JO0JMENTE, FEIEGS, and video depiay 11
share o &nds of deta mbormation in resl time

Supports mulli-party wden cammuicatian allewing you
o immerse yourself in the scene, just loe &

‘late-[c-:auz meEting.

Adogtinrg hugh-prensicn infraed toudh secnnaiogy,
Supgart g 10-palnt tocch smooeh and diky, the
pen appests a soan as it i3 put dawn

Smiart whitehosd function, arbitrary annotation,
supgort multiple peotle wiiting at the-same tire

Single-point touch Two-finger zoom Multi-point movement One-click erase

SightLED

Smooth writing Arhitrary annotation Set color Line weight

options

Wireless screen projection
1/4 split screens

Supports mobile phones, iPad, PC and other devi
wireless screen projection, split screen display,

iy ¥ Supports documents, pictures, video playback/ etc, to

Data chart in smartart

meet the needs of multiple people watchingfat the same
= /

USB plug and play.



LED Totem

Muitiple Splicing

6pcs totems can combine as a 2K resolution big screen

Specification

Cloud Publishing
Service

70/ 83 inch 70/ 83 inch 70/ 83 inch
384%1080/384"1 296 320*900/320%1080 240%675/240%810

600mmx1687.5 mm (70inch) 600mmx2025mm (B3inch)

>500cd/m* >500cd/m?* >500cd/m?
4000:1 4000:1 4000:1
Grayscale scale 14bit 14bit 14bit
3B40Hz 3B40Hz 3B40Hz
o, 'I -] a 'I ) o, 4 -1 .
160°(H) / 140°(V) 160°(H) / 140°(V) 160°%(H) £ 140°(V) Multlple control methods,
=0.5ms (Typ) =0.5ms (Typ) =0.5ms (Typ) more convenient ODEration
HDMIx2 (linTout) , USB3.0x1 HDMIx2 (1inTout) , USB3.0x1 HDMIx2 (linlout) , USB 3.0x1
AUGIORT Audion RUG AT Synchronous USB flash ‘ Asynchronous Cluster cloud
RJ45XT . WIFI, RJ45XT. WIFI. RJ45x1. WIFI. playback drive playback Playback playback
100-240V~50/60Hz 100-240V~50/60Hz 100-240V~50/60Hz
<105W (average) /=350W (peak) (70inch) s125W (average) /=420W (peak) (83inch) == , =
* = 70i *I04 #30 2 O g 5
620mm*1707.5mm*39mm (70inch) 620mm*2045mm*38mm (83inch) {W v E}\ _E / C—j}
£ikads i DM foput USB flesh  Mebile phone computer LAY Cluster cloud plashe
drive 1 Wirelegs eontrel Layback
nput bl
0°C ~ 40°C 0°C ~ 40°C 0°C ~ 40°C
10% ~ 65%RH 10% ~ 65%RH 10% ~ 65%RH

P> 33 34<4



e Model Flext.2s [Flex.538 Flex1.86 | Flex2.0 | Flex2.5 [Flex3.076 Flexd.0.
Pixel Pitch P1.25mm P1.538mm P1.86mm P2mm P2.5mm P2.076mm P4mm

LED Types Indoor SMD1010 Indoor 5MD1212 Indoor SMD1515 Indoor SMD1515  indoor SMD1515 Indoor SMD1515 Indoor SMD2020

‘Pixel Density: 640000/m* 422500/m° 284444/m’ 250000/n7 160000/ IRRRRRVIS 62500/m’
Module Size : 320%160mm (WxH) 320"160mm (W H) 320%160mm (WxH) 3204760mm(WxH) 320°160mm (WxH) 320160mm (WxH) 320*160mm (wx H)

Module Resclution 256*128pixels 208%104pixels  172*86pixels  160*B0pixels  128*4pixels  104*52pixels 80*40pixels

1/645 1/525 1/435 1/405 1/325 1/265 1/205
4.2V-5V 4.2V-5V 4.2V-5V 4.2V-5V 4.2V-5V 4.2V-5v 4.2V-5V
330g 3404 340q 3409 290g 290g 280g
B.6amm B.omm 8.6mm B.6mm 8.6mm 8.6mm 8.6mm
Magnetically Front service Magnetically Front service Magnetically Front service Magnetically Front service

‘Average Pawer Consumption: 150w/’

500w/m’
Customized shapes like LED cylinder, LED Balls, LED Ribbon, LED Tree, LED Wave
H140°/W140°

3840hz

Input power 100-120V /200-240V

Operating Environment Temperature: -20~50°C
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Flexible LED Display

Ultra-thin & ultra-light High-contrast

Project Reference

Easy maintenance

©OR0C)

High refresh rate

Magnetic

Seamless splicing




Glass LED Display

Product Detail

Standard cabinet with frame; 1000*500mm or e Standard cabinet without frame; 1000*500mm
1000*1000mm - Easier installation or 1000%1000mm - Higher transparency

Curve or customized cabinet for special shape - o Transparent LED Poster - Size can be customized
Cylinder, wave, circle

Iy

e Die-cast aluminum cabinet 1000*500mm - indoor @ Front or back service available
and outdoor rental use

P 2.8*5.6mm P3.9*7.8mm P5.2*10.4mm P 7.8-7.8mm P10.4-10.4mm P15.6-15.6mm

OutdoorSMD1921 Outdoor SMD1921 Outdoor SMD1921 Outdoor SMD2727 Outdoor SMD2727 OutdoorSMD 2727

H |

Pixel Density 61952/m’ 32769/m’ 18432/m* 16384/m’ 4096/m* 4096/m’

Module size 500*125mm 500%125mm 500*125mm 500*125mm 500*125mm 500*125mm

: ; 5 . ; ; Front
Module resolution 176*22 pixels 128*16 pixels 96%12 pixels 64*16 pixels 48*12 pixels 32*8 pixels font e

3 Die-cast aluminum with standard size1000*500mm
Cabinet Material Aluminum profile cabinet size can be customized, standard with 1000*500mm and 1000* 1 000mm

Cabinet Weight 10kg/m* 10kg/m* 10kg/m’ 10kg/m* 10kg/m* 10kg/m’ P = t R f
Transparentcy 60% 70% 75% 70% 75% B5% ro ec e erence

Average Power Consumption 240w /m’* 240w/m* 240w /m’* 240w/m’ 240w/m? 240w/m’
Maximum Power Consumption 800w/m’ 800w /m’ 800w/m* B00W/m* s00w/m* s00wW/m*
Maintenance way Front or Back service
Brightness 3500-5500cd/m’( Adjustable)
Viewing Angle H140°/V140°
Refresh Rate 1920hz-3840hz
16bit
Protection (IP) Rating Indoor P31/ Outdoor IP65S
Operating Environment Temperature -25~50°C
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Specification

Transparency Rate
Display Dimension {mm) (w*h)

Weight (kg/set)
Brightness(cd/m?)

Humidity

rfdrlgH
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3.9Tmm 3.91mm
65536 65536
80% B80%
1000*2000 2000*2000

2561512 512%512
40 60
23000 23000

=100,000.00 hours
16bit
1000 1000
375
AC100~240V 50/60Hz
Temperature -20°C ~ 50°C

Humidity 20%RH ~ 85%RH
(Without Condensation)

TEI'I"IDE!'BIUI‘E =20°C ~60°C
Ip20

3.9Tmm 3.9T7mm
65536 65536
B0% 80%
750%1200 1000x1500

G O OO (ol analas AN0SN0INGs  766x1324x87  1016x1620x87
Resolution (dot) (w*h)

192%300 256376
27 37
=3000 =2000

=100,000.00 hours
16bit
1000 1000
375 375
AC100~240V 50/60Hz

Temperature -20°C ~50°C

Humidity 20%RH ~ 85%RH
{Without Condensation)

Temperature -20°C~ 60°C
Ip20

2.5mm 3.9Tmm
160000 65536
70% 80%

125x1000 250x1000/250x1171
125x1000 250x1025/250x1200
50x400 64x256/64x300

1.6 1.6
21200 23000
=100,000.00 hours
16bit
800 1000
300 375
AC100~240V 50/60Hz
Temperature -20°C ~50°C

Humidity 20%RH ~ 85%RH
(without Condensation)

?emperature =-20°C ~ 60°C
1p20

[ Item | PosterSeries Hanging Series Fixed Installation Series

PivelPitch [mm) (oczonta vertia)
Pixel Density (dot/m?)

6.25mm 10mm
25600 10000
90% B85%

25081175/250x1475 250x1000
250x1200/250x1500 250x1000

40x188/40x236 25x120

1.6 1.2
=4000 24000
=100,000.00 hours
16bit
1000 1000
375 375
AC100~240V 50/60Hz

Temperature -20°C ~50°C

Humidity 20%RH ~ 85%RH
(without Condensation)

Temperature -20°C ~60°C
ip20

Holographic Invisible Screen

Ultra-thin: less than 2mm

Multiple installation ways

Fixed installation

Hanging installation

Flexible to meet
various shape requirements

Movable poster

b
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